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Mechanical Data Feature
Item Standard Value Unit 1. Built-in controller Anant (SBN1661G) or Equivalent
Module Dimension 59.0x29.3x5.55 mm 2. 1/32 duty cycle
Viewing Area 52.0x15.0 mm 3. FFC
Dot Size 0.345x0.345 mm 4. Same size with RG12232C
Dot Pitch 0.375x0.375 mm 5. White LED backlight not ilabl
Mounting hole 50.0x1.5 mm : e acklight not available
Pin 0. | Symbol Function
1 VLED B/L Selected
Absolute Maximum Rating
2 VSS Ground
It Svmbol Standard Value : )
em ymool ™ i, typ. | max. Unit 3 VDD Supply voltage for logic
Power Supply| VDD-VSS| 2.75 | 50 | 5.25 \% 4 \Y/e) Operating voltage for LCD
Input Voltage Y 0 — | VDD | V 5 AO H: Data L:Instruction
Note: VSS=0 VoIt , VDD=5.0 Volt .
6 E1 Enable chip1
- - 7 E2 Enable chip2
Electronical Characteristics
) svbal ot Standard Value . 8 DBO Data bus line
A= onation “min | typ. | max. |U™ 9 DB1  Databus line
Input Voltage | VDD - o 50 | - |V .
Supply Current| 1DD | VDD=5v | — 10 | — |mA 10 DB2 Data bus line
Recommended LC Driving -20°C - - - 11 DBS Data bUS Iine
Voltage for Normal Temp. |\/DD-\/O 25°C - 4.85 - \Y .
Version module 70°C . . s 12 DB4 Data bus line
LED Forward Voltage|  \/F 25°C - 4.2 - |V 13 DB5 Data bus line
LED Forward Current IF 25°C - 40.0 -~ |mA
EL Power Supply Current |EF  |ver=t10vAC:00Hz _— -— 50 |[mA 14 DB6 Data bus line
15 DB7 Data bus line
16 R/W H: read data L:write data
Graphic
type
RG12232C1 Graphic 122x32 dots
Dimension drawing
59.040.5
1.4 56.3(FRAME)
35 52.0(VA)
4.5 50.0 ) 5.55MAX
- 6.69 45.72(AA) ‘ 2RI2SPTH |53
- i | ian ]
A Telgl | théf
— 1 C (0] F? n
o] ol t1 L '
‘77777777 ] 0375
“ =) ~ 0345
s =2 < ‘
7 <
S et -
=EERIIN | .
d o N 2|2
o} T o} L DOT SIZE
_ ! [ 04cB). SCALE 15/1
% Supporting tape Contact Side
> <« =
0.3+0.05
.6 (TenninalThichless) slela T ‘
P1.0*15=15.0 1.0 LEDBL — c=iz|s
21.0 17.0 —= |
| 60.0+2.0 |

Raystar





